	No.: 


Customer information about test specimens
	Information about customer

	Client: 
(Company name)
	[bookmark: Teksts1]     

	Legal address:
	[bookmark: Teksts2]     

	Actual address:
 (if different from legal)
	[bookmark: Teksts3]     

	Registration No.:
	[bookmark: Teksts4]     

	VAT Registration No.:
	[bookmark: Teksts5]     

	Bank account:
	[bookmark: Teksts6]     

	Tel:
	[bookmark: Teksts7]     

	Information for contract
	Name:
	[bookmark: Teksts8]     

	
	Surname:
	[bookmark: Teksts9]     

	
	Position:
	[bookmark: Teksts10]     

	Contact person
	Name: 
	[bookmark: Teksts11]     

	
	Surname:
	[bookmark: Teksts12]     

	
	Mob. Tel.:
	[bookmark: Teksts13]     

	
	e-mail:
	[bookmark: Teksts15]     

	Information about test specimens

	Specimen sampling
	Type of the specimen:
	[bookmark: Teksts16]     

	
	Identification of the specimen 
(No., name):
	[bookmark: Teksts17]     

	
	Date and time:
	[bookmark: Teksts18]     

	
	Place (address):
	[bookmark: Teksts19]     

	
	Specimens sampled by:
	[bookmark: Teksts20]     

	
	Sampling procedure, methods:
	[bookmark: Teksts21]     

	
	Number of the specimens / Portions:
	[bookmark: Teksts22]     

	
	Packing of specimen:
	[bookmark: Teksts23]     

	Method No.
	Tested biofuel properties according to the standards:
	Combined sample
	Specimen

	49
	Determination of moisture content LVS EN ISO 18134-2
	[bookmark: Atzīme4]|_|
	|_|

	67
	Determination of bulk density LVS EN ISO 17828
	[bookmark: Atzīme5]|_|
	|_|

	51
	Determination of ash content LVS EN ISO 18122
	[bookmark: Atzīme6]|_|
	|_|

	52
	Determination of calorific value LVS EN ISO 18125
	[bookmark: Atzīme7]|_|
	|_|

	53
	Determination of mechanical durability of pellets and briquettes 
LVS EN ISO 17831-1
	[bookmark: Atzīme8]|_|
	|_|

	71
	Determination of fines content in pellets LVS EN ISO 5370
	[bookmark: Atzīme9]|_|
	|_|

	68
	Determination of lenght and diameter of pellets LVS EN ISO 17829
	[bookmark: Atzīme10]|_|
	|_|

	82
	Determination of particle density of pellets and briquettes LVS EN ISO 18847
	[bookmark: Atzīme11]|_|
	|_|

	54
	Determination of particle size distribution for uncompressed fuels using sieves with aperture of 3,15 mm and above LVS EN ISO 17827-1
	[bookmark: Atzīme13]|_|
	|_|

	55
	Determination of particle size distribution for uncompressed fuels using sieves with aperture of 3,15 mm and below LVS EN ISO 17827-2
	[bookmark: Atzīme14]|_|
	|_|

	63
	Wood chips for pulp production. Dry matter content SCAN-CM 39:94
	[bookmark: Atzīme15]|_|
	|_|

	64
	Wood chips for pulp production. Size distribution SCAN-CM 40:01
	[bookmark: Atzīme16]|_|
	|_|

	65
	Wood chips for pulp production. Bark content SCAN-CM 42:06
	[bookmark: Atzīme17]|_|
	|_|

	Other information:
	[bookmark: Teksts24]     



	Date:
	     
	Signature:
	
	[bookmark: Teksts26]/       /

	
	
	
	Name, surname



		
	Test order No.
	

	
	(fill  out by testing laboratory)



Should be attached to test specimens
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